
-0.002

-0.001

0

0.001

0.002

0 1 2 3 4 5 6 7

R
e
s
id

u
a
l,
 (

S
/m

)

Conductivity, Siemens/m

04-Feb-14 0.9998044
21-Dec-14 1.0000000

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

f = INST FREQ / 1000.0

Conductivity = (g + h * f
2
+ i * f

3
 + j * f

4
) / (1 +δ * t + ε * p) Siemens / meter

t = temperatur e[°C)]; p = pressure[decibars]; δ = CTcor; ε = CPcor;

Residual = instrument conductivity - bath conductivity

Sea-Bird Electronics, Inc.
13431 NE 20th Street, Bellevue, WA 98005-2010 USA

Phone: (+1) 425-643-9866 Fax (+1) 425-643-9954 Email: seabird@seabird.com

SENSOR SERIAL NUMBER: 6337
CALIBRATION DATE: 21-Dec-14

SBE 19plus V2 CONDUCTIVITY CALIBRATION DATA
PSS 1978: C(35,15,0) = 4.2914 Siemens/meter

COEFFICIENTS:
g = -1.014415e+000
h =  1.448375e-001
i = -4.316748e-004
j =  5.222418e-005

CPcor = -9.5700e-008
CTcor =  3.2500e-006

BATH TEMP
(ITS-90)

BATH SAL
(PSU)

BATH COND
(Siemens/m)

INST FREQ
(Hz)

INST COND
(Siemens/m)

RESIDUAL
(Siemens/m)

22.0000
1.0000
4.5000
15.0000
18.5000
24.0000
29.0000
32.5000

0.0000
34.6950
34.6752
34.6326
34.6235
34.6137
34.6082
34.6055

0.00000
2.96658
3.27272
4.25146
4.59554
5.15181
5.67206
6.04337

2653.61
5257.73
5455.68
6044.44
6237.96
6538.38
6806.98
6992.17

0.0000
2.9666
3.2727
4.2514
4.5955
5.1518
5.6721
6.0434

0.00000
0.00001
-0.00001
-0.00001
0.00000
0.00001
-0.00000
-0.00000

Date, Slope Correction

POST CRUISE

CALIBRATION


